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Why choose AQUASATIN:

•	 High resistance to mechanical damage
•	 Excellent adhesion to a wide range of substrates
•	 Fast-drying
•	 High quality
•	 Very good coverage
•	 Water-based
•	 Semi-matt coat
•	 Easy application
•	 A single product suitable for use on a variety of surfaces
•	 Colours: white and colours according to FARB Werk, NCS, RAL 

colour charts or a sample provided

AQUASATIN  
- durability and aesthetic appeal in a modern formula

Modern surface finishing and renovation products must combine several key 
features: high durability, an attractive finish, ease of application and safety in 
use. AQUASATIN by Farby KABE meets these requirements – a modern acrylic-
polyurethane enamel that is suitable for both domestic and professional use.



UNIWERSALNA EMALIA   
SZYBKOSCHNĄCA

AQUASATIN

AQUASATIN
Multi-purpose use  
– one solution, endless possibilities 

AQUASATIN is a water-based, quick-drying enamel designed for use 
both indoors and outdoors. Due to its excellent adhesion, it can be 
applied to a wide range of surfaces, such as: 
 
- wood and wood-based materials (e.g. chipboard),
- steel, galvanised steel and acid-resistant steel,
- aluminium and copper,
- hard PVC,
- glass,
- dado on interior plaster.

This product is suitable for painting furniture, doors, windows, skirting 
boards, dado, radiators and garden furniture. It is also useful for renova-
ting surfaces previously coated with alkyd and chemically cured paints. 

Base A version: Colour: 
white and pastel shades  

- 1.1-litre can
- 2.9-litre bucket
- 10-litre pail

Wersja Baza C:
Kolor: ciemny bądź 
intensywne
- puszka obj. 1,0 l
- wiaderko obj. 2,7 l
- wiadro obj. 9 l

Coverage: approx. 8–12 m²/l for a single coat on 
a smooth surface. Actual coverage depends on 
the condition and type of substrate, as well as the 
application method. 



Acrylic-polyurethane technology 
- lasting durability

The combination of acrylic and polyurethane resins gives the 
coating high mechanical strength and good flexibility. This 
means: 

•	 Greater resistance to knocks and scratches
•	 Colour fastness
•	 Resistance to everyday wear and tear
•	 An attractive, smooth finish 
 
For outdoor applications on wooden and metal surfaces, we 
recommend using a suitable primer, such as KABE SPIN, which 
enhances adhesion and improves the durability of the entire 
paint system. 

Easy to work with and fast drying 

One of the key advantages of AQUASATIN is its fast drying time:  
- dust-dry – approx. 1 hour,
- touch-dry – approx. 4 hours,
- ready for a further coat – after 8 hours.

This solution significantly reduces the time required for repair 
or renovation work. The product can be applied with a brush, 
roller or airless spray. If necessary, it may be slightly diluted 
with water (up to 5%). 



Safety and modern standards 

AQUASATINis a water-based product with a mild odour, 
which makes it more comfortable to work with indoors. It 
has a low content of volatile organic compounds (VOCs) – 
below the applicable limits for this product category – and 
has been awarded a PZH Hygiene Certificate. This means 
it can be used safely in residential spaces, including those 
where air quality and user comfort are paramount. 

The key to success: proper substrate preparation 
To achieve the best results, the surface should be cle-
an, dry, free of grease and sound. Smooth and glossy 
surfaces should be matted, and metal parts should be 
cleaned of rust down to bare metal. Proper substrate 
preparation is the foundation of a durable and attrac-
tive finish. For timber, the moisture content should not 
exceed 15%, and for exotic woods, it is advisable to 
carry out a test application or use an insulating primer.  

A solution for discerning customers 
AQUASATIN is designed for those who expect more from 
enamel than just colour. It is a product that combines 
technology, aesthetic appeal and functionality – suitable 
for both new builds and renovation projects. Combining 
durability, versatility and ease of application, AQUASATIN 
offers a comprehensive



General requirements
Before starting to paint, the surface should be:

• sound
• clean and degreased
• dry
• free from dust, dirt and greasy stains
 
All dirt, dust and debris must be thoroughly removed.

Substrate preparation  
before applying the AQUASATIN enamel  

Removing old coatings
Old paint coatings that are poorly bonded to the substrate must be completely removed. Stable coatings may be left 
in place, but their surface must be matted by sanding. Glossy surfaces and smooth metal parts should be roughened with 
sandpaper and then thoroughly de-dusted.
 
Preparing wooden and metal surfaces
The wood should be dry and clean. The moisture content of the wood must not exceed 15%. Sand and dust the 
surface if necessary. Metal surfaces should be clean, degreased and free from rust. If corrosion is present, remove the 
rust down to bare metal. In the case of exotic wood or wood with a high resin content and numerous knots, it is necessary 
to use the special KABE SPIN insulating primer to prevent discolouration. Wooden and metal elements on the outside of 
the building should be primed with KABE SPIN primer. Once the primer coat has dried, it is recommended to lightly sand 
the surface with fine-grained sandpaper and then remove any dust.



Plastic substrates (PVC) 

Before painting hard PVC components, wash and degrease 
them thoroughly. If necessary, lightly sand the surface. Carry out  
a test application to check the coating’s adhesion.

Existing paint coatings
The product may be used for repainting surfaces previously 
coated with alkyd or chemically curing paints, provided that: 

• the coatings are firmly bonded to the substrate
• the surface has been matted and de-dusted
 
In the case of unusual substrates or doubts regarding adhesion, it is 
recommended to carry out a test coating on a small area.
 
Why is surface preparation so important?

A carefully prepared surface ensures:

•	 high adhesion of the enamel 
•	 a uniform finish 
•	 greater mechanical resistance of the coating long-lasting 
•	 protection of the painted surfaces 

Primer 
For optimal surface preparation, we recommend using 
KABE SPIN.



Swiss quality.


